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Accession By: Dr.Brian Coghlan
Object name: Century Data Model 140 Floppy Disk Drive Interface Specifications
Vintage: c.1971
Synopsis: Specifications for connecting the drive to external hardware.
Description: 
Century Data Systems Incorporated appears to be a defunct company from Ohio, USA. This document is principally of interest as an example of the interface specifications of generic 8-inch floppy disk drives.
The homepage for this catalog is at: https://www.scss.tcd.ie/SCSSTreasuresCatalog/
Click 'Accession Index' (1st column listed) for related folder, or 'About' for further guidance.

Some of the items below may be more properly part of other categories of this catalog, but are listed here for convenience.

	Accession Index
	Object with Identification

	TCD-SCSS-V.20220825.005
	Century Data Model 140 Floppy Disk Drive Interface Specifications. Specifications for connecting the drive to external hardware. 1971.

	TCD-SCSS-T.20141115.002
	Tandon TM848-2 Double-Sided 8-inch Floppy Disk Drive.

P/N: TM848-2 210101-002, S/N: 8 14 00002797, Made in USA. Controller assembly 210094-000 Rev 0.1. 1981.

	
	.

	
	


References:
1. Wikipedia, History of the floppy disk, see:

https://en.wikipedia.org/wiki/History_of_the_floppy_disk
Last browsed to in 25-Aug-2022.
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Figure 1: Century Data Model 140 Floppy Disk Interface Specifications, page 1
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Figure 2: Century Data Model 140 Floppy Disk Interface Specifications, page 2
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Figure 3: Century Data Model 140 Floppy Disk Interface Specifications, page 3
